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21–25 tons 18–22 tons 170–210 kNm

Light-weight Final felling!
Log Max 6000 is a light-weight Head 
suitable for final felling. Log Max 6000 
combines low weight with high power 
and is especially designed for large 
wheeled carriers.

Well placed guards and heavy covers 
protect internal components and hoses 
from damage. High performance saw 
hydraulics provide full flow to the bottom 
saw for fast cutting.  
 
The Log Max patended knife control sys-
tem increases productivity by minimizing 
feed friction. Unique compound curve de-
limbing knife profile provides outstanding 
stem coverage and increased log quality.

Log Max 6000 is a head model, built on 
the same succesful hydraulics as Log 
Max 7000 and 9000.

Dimensions                                                                          
Max width arms open ....................... 1690 mm 
Max width arms closed ..................... 1180 mm 
Height to upper rotator pin ................ 1984 mm

Weight                                                  
Slim configuration1* ............................1330 kg 

1) Incl. rotator and Steel rollers

Feeding                                                                                            
Two hydraulically driven rollers mounted directly 
on radial piston motors, 857 cc.

Feed roller diameter, FlexDrive .............534 mm
Feed rollers diameter, V-Steel ..............526 mm 
Feed roller diameter, Steel ...................532 mm 
Calculated feed force1 ......................... 26,9 kN
Calculated feed speed2 ..................0–4,2 m/sec
Maximum roller opening ......................625 mm
Minimum roller opening .........................17 mm

1) Calculated at 260 bar pressure
2) Calculated at 280 l/min flow

Delimbing                                                  
Four movable knives with patented positioning 
to minimize friction losses, which increases the 
active pulling force.

Max delimbing knife opening ................690 mm 
Max full coverage delimbing diameter1 ...500 mm 
Min full coverage delimbing diameter ......35 mm

1) Note includes bottom knife

Hydraulics                                               
Maximum pressure ..............................260 bar 
Maximum flow ................................. 280 l/min

Min. requirements for acceptable performance:
Flow ............................................... 200 l/min

Electrical system                                        
Voltage .............................................24 Volts 
Amps ................................................10 Amp

Rotator                                                       
Indexator AV17S with 360˚ rotation
Indexator H132 with 360˚ rotation

Control system                                           
Log Mate 402 with diameter and length measur-
ing. Full system diagnostics and production 
reporting. 8 species with 20 programmable 
lengths per specie.

CabsWin is a Windows based control system 
certified for using the StanForD standard. Be-
cause it’s PC based, you can simply add a GPS 
or Internet connection to it.

Felling/Cutting                                   
Hydraulically driven chain saw with pressure 
controlled feed force. 

Saw type ......................................... Saw 98B
Saw motor .................................F11-19 19 cc
Saw chain .................................... 0.404 pitch
Bar length, std/opt ........................... 75/80 cm
Maximum cut capacity, std/opt .......... 65/69 cm
Chain oil tank capacity .............................. 34 l

Optional equipment                                        
Accumulation Kit
Color Marking
Field repair kit
Find end sensor
Snow Cover
Two-way damper link
Automatic Chain tensioner

Feed roller options                                       
V-Steel
Steel
Rubber
FlexDrive

Most productive range

1. Min delimbing diameter
2. Max cutting diameter, std

3. Max cutting diameter, opt

*) The slim version may cause bigger risk of chain ricochet.
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